
 
Disclaimer: The information supplied in this technical sheet is for guidance only and should not be construed as warranty of any kind. 

This document is not legal binding and is based on average results from current production. Unless otherwise stated, values cannot 
be considered as minimum to be satisfied. Purchaser is fully responsible for determining the product suitability for its intended 

application. Technical details are subject to change without prior notice. Please contact Media One Digital Imaging Solutions, LLC for 
any additional information you may require. 

 

 

TECHNICAL DATA SHEET 

LM-AMVR 

 

This is a multi-layer blown extrusion polyolefin film. It has a special polymer layer that 

adheres to flat or uniform, clean, smooth surfaces without the need for an adhesive or 

gluing agent. The surface allows for the product to be adhered to the required surface 

and removed without leaving any adhesive residue or stains on the application surface. 
 

Features: 

>It has a water-resistant ink jet coating, developed to offer outdoor graphia patented 

film solution developed for vehicle graphics & window displays that can be adhered and 
removed without the problems caused by compproducts. Water resistance is maximized 

when printed with UV inks.  

Adherence has been etitive adhesive backed and signage applications - with or without 

lamination. It is tested in excess of 100 miles per hour, automated car washes and 
standard power wash systems. 

 

Technical Data 

Base Weight:       Grams/m2165 
Caliper (mil):       6  

Storage      :        Indoor, 1 yr. between 50-80° 

Life Expectancy:   Indoor 6 mo./outdoor 3 mo. 

Pressure sensitive laminates provide the most aggressive bond and are recommended 

for use with this product. Lamination will help to extend the life of your print by reducing 
the rate of fade and protect against abrasion. Life extension varies due to climate and 

environment conditions. 

 

Applications: 
>Window cooler applications 

>Pre-printed banners 

>Window applications 

 
Available Sizes: 

 

Finished Rolls                                      Core                               Print Side 

36” X 100’                                             2”                                    PSO 

 
 


