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TECHNICAL DATA SHEET 

MVWP 

 

The MVWP a polymeric calendared black-and-white glossy film with perforations of 1.6 

mm, especially for use on Solvent and Eco-Solvent printers. The film is provided with a 

removable pressure-sensitive solvent-based acrylic adhesive. This adhesive is protected 

by a high quality silicone paper. 
 

Features: 

>Film: ±160 micron thick polymeric calendared black-and-white glossy micro-perforated 

film, with a 
removable adhesive. 

>Adhesive: Removable pressure-sensitive solvent-based acrylic adhesive, with a high 

resistance 

against UV-radiation, chemical products and humidity. 
>Backing Paper: White PE-coated paper of 140 grams. 

 

Technical Data 

                                                     Test method                           Result 
1. Thickness 

Thickness vinyl                                 Din53370                         160 micron / 140 g 

Thickness vinyl + glue + paper          Din53370                         330 micron / 295 g 

2. Elongation at break 

In production length direction            Din53455                          > 130 % 
In cross direction                              Din53455                          > 110 % 

3. Dimensional stability                     Finat 14                           < 0,40 % 

4. Adhesion strength 

After 20 minutes                               Finat 1                             3 N/25mm 
After 24 hours                                  Finat 1                             5 N/25mm 

5. Quickstick5                                   Finat 9                              … N 

6. Transparency                                 -                                      32 % 

7. Expected Outdoor life span             -                                      1-2 years 
Removability                                                                            1 year                                                   

8. Temperature range 

At application                                   -                                     +10°C to +35°C 

At use                                              -                                     -20°C to +70°C 

9. Colour back print                           -                                      no backprint  
10. Flammability 

If applied on aluminium, glass, steel = self-extinguishing 
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Applications: 
>MVWP film has been specially developed for indoor as well as short-term outdoor 

window graphic applications. 

 

Available Sizes: 
 

Finished Rolls                                      Core                               Print Side 

60” X   82’                                             2”                                    PSO 

60” X 100’                                             2”                                    PSO 
30” X 164’                                             2”                                    PSO 

36” X 164’                                             2”                                    PSO 

42” X 164’                                             2”                                    PSO 

50” X 164’                                             2”                                    PSO 
54” X 164’                                             2”                                    PSO 

60” X 164’                                             2”                                    PSO 

 

 


